MAP INDUSTRIES has established itself nationally as a pioneer in innovative Equipments and
Solution with Futuristic vision in hospital CSSD.

Fully Automatic Autoclave cum Bung Processor

BUNG PROCESSOR which is suitable for operation at a pressure of 12 Kg/Cm 2 [ 21Kg/Cm 2
corresponding to temperature of 121 °C [ 134 °C. The Chamber is constructed of heavy -
duty Stainless Steel 316L.

The BUNG PROCESSOR is fitted with a clean in place (CIP) system for washing the chamber
and rotating carriage to prevent to dirt released during one phase from
being carried over into the subsequent phases. This is particularly important before
the start of the “Rinse with purified water” and “Sterilization” phases.

Silent Features:

e Sterile Air purging to ensure proper fluidization
of the bungs.

e Specially designhed Gear to ensure no particle
generation.

e Temperature and Pressure Points ensure
monitoring of sterilization process.

e Siliconizing through recycling pump.

e Automatic unloading system (OPTIONAL).

® Chamber doors fully meet requirements for
sterile environments.

Technical Specifications

e GMP design Sliding Door Model & Hinged Door
Model. Automatic PLC Control System.

e S.S. 316 Q. Contact parts and Non Contact parts
S.S.304 Q.

e Suitable for Operation at a pressure of 1.2 Kg/Cm?/
21Kg./Cm? corresponding to Temperature
of 121°C/134 °C.

® The Chamber is constructed of heavy—duty Stainless
Steel 304/316.

e Capacity 5000/10000/20000/40000 Rubber Stoppers (Bungs).
In belt Heat Exchanger/pumps etc.

® SS. Steam Generator (optional).




